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Zahabiya CHEMECOAT AR-21 is an acrylic co-polymer based, high performance anti-skid floor
coating, with excellent resistance to variety of acids, alkali and salt solutions, normally used in
the industry. Available in various colours, AR-21 dries up quickly info smooth, semi-gloss, tough
coating with excellent bond on metal, concrete, cement tiles, pavers, wood etc. On perfect
drying, the coating is cold & hot water proof, oil proof, resistant to aromatic solvents, dilute &
concentrated hydrochloric acid, sulphuric acid, phosphoric acids, brine solutions etc.

Recommended as the protective coating for all those industries where there are problems
of erosion of concrete floors due to spillage of corrosive acids, alkali and their salts, organic
acids etc. Highly recommended for pharmaceutical and food processing industries where
there are stringent requirements for dust proof, skid free, fungus/ mildew resistant floor coating to
maintain the aesthetic as well as cleanliness standards. Also suitable for smooth industrial floors
where there is appreciable pedestrian and vehicular traffic such as ftrolleys,
carts etc. Zahabiya CHEMECOAT AR-21 is:

® Cold applied, One Component, Water Borne Coating.

o Water proof, Weather-Resistant, Non-Cracking.

e Surface hardness and performance comparable with commercial epoxy based coatings.
® Also available in clear/ transparent grade for use as top coat for higher protection & gloss.

COLOUR: Grey, White, Red, Yellow, Orange etc. Other colours may be available for bulk orders.
ODOUR: Mild resinous smell in liquid state. The cured film is odour free. [ASTM D1833]

CONSISTENCY: Paint like viscosity.

NON-VOLATILES: Normally 58% non-volatiles. [ASTM D2369]

DENSITY: 1.2 kg/litre at 25°C. [ASTM D1475]

DRYING: AIR DRYING. A thin uniform film becomes touch dry within 15 minutes and air cures within 2 hours, depending

on atmospheric temperature and relative humidity. The bond strength and film properties develop with
passage of fime. [ASTM D1640]

SAFETY: Safe in handling. non-flammable, non-toxic & non-corrosive in nature. A “Human Friendly/ Environmentally
Acceptable Product”.

COVERAGE: On smooth, finished concrete surface, the product covers around 9m2/kg (90 ft2/kg)in single coat.

CLEANER: The brush, roller and/or wet coating may be cleaned with water before it dries.

DILUENT: Avoid Dilution. If unavoidable, dilute with potable water up to maximum specified dosage as per below
procedure.

APPLICATION: On concrete floors, it is normally applied by brush or smooth & texture free rollers. For normal usage, 3 coats,

including a primer coat are recommended, following the below mentioned procedure:

1. Clean the surface to remove any oil, dirt or lose particles. Preferably, wash the entire surface with water
and let it dry.

2. Apply first primer coat of Zahabiya CHEMECOAT AR-21 diluting it with maximum 15 to 20% potable water,
depending on surface texture and absorption factor.

3. Apply 2"¢ undiluted coat of AR-21 uniformly after around 2 hours of primer.

4. Similarly, apply the 3" coat “as supplied” after 2-3 hours of 2"¥ coat.

5. If higher gloss or further protection is desired, apply two coats of Zahabiya CHEMECOAT AR-21T (Clear
Top Coat) on the coloured coated surface, maintaining the same 2 hours inter-coat intervals.

6. The surface should be allowed to dry and cure for atleast 48 hours after the final coat for full strength
to develop.

SHELF LIFE: To be stored at cool, dry and well ventilated place, away from direct sunlight. Shelf life in closed original

containers is one year from the date of manufacturing. Keep container airtight after every use.

Note: Since application and usage parameters vary to a great extent from industry to industry and surface to surface,
it is strongly advised to the customer to carry out his own tests and frials about the suitability of product before usage.
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