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Zahabiya SBR 160 is a medium viscosity bonding agent based on styrene butadiene rubber latex 
which imparts to the mortar, excellent bonding, flowability, flexural strength and resistance to 
various types of chemicals including mild acids and alkali. Compatible with all types of cements, 
this construction grade SBR is designed to serve various needs of construction industry with 
economy and quality. Ideally recommended as an old to new concrete bonding agent and a 
modifier to produce high quality repair mortars, industrial floors and screeds. The product imparts 
following qualities to the mortar in which it is added:  

l Improved adhesion to various substrates including aged concrete. 
l Provides corrosion protection of steel reinforcement. 
l Reduces thermal stresses, shrinkage cracks, permeability of gases, liquids, ions 
l Improves workability and flow thus reducing water to cement ratio (increased strength). 
l Higher early strength development. 
l Increased flexibility (reduced e-modulus) & abrasion resistance. 
l Improved resistance against mild acids, alkali, effect of carbonation etc. 
l Excellent resistance against freeze-thaw cycles and de-icing salts. 
l Higher early strength development.  

APPLICATION METHOD (FOR OLD TO NEW CONCRETE BONDING): 
1. Surface should be clean from any grease, loose particles etc.  
2. Damp the surface with potable water before application of primer.  
3. Dilute SBR-160 with equal quantity of water (liquid).  
4. Prepare dry mortar using 1 part cement (OPC) with 3 parts of fine sand (powder).  
5. Mix 5 parts of powder to 1 part of liquid in a paddle mixer to produce a thin mixture. Apply  

vigorously on the old damp surface by means of stiff brush to force the primer into pores.  
6. Top mortar should be applied while the primer is wet and tacky, i.e. within 15 to 20 min of  

application. 

SBR LATEX EMULSION 160

COLOUR:	 Milky White. 
VISCOSITY:	 225-350 cST 

DENSITY:	 1.02 g/cm3  at 25oC	 	 	  
NON VOLATILES:	 	 41-43% 

GLASS TRANSITION TEMP:	 	 -7oC 
SAFETY:	 	 Non-flammable & safe in handling, use and storage. 
SPECIFIC USES:	 SBR -160 finds various applications in construction industry, including: 
	 1.Old to New Concrete Bonding Agent 
	 2.Bonding & waterproofing agent for low cost cementitious 

waterproof coatings.  
3.Bonding agent for high quality repair mortars.  
4.Economical Admixture for screeds, plasters and other mortars.  

	 5.Excellent adhesive to bond various insulations in HVAC industry.  
DOSAGE:	 	Depends on the application and nature of job. As admixture  for 

screeds, dosage of 3.5-4 kg per bag of OPC is recommended. 
STORAGE:	 	 Store in a cool, dry place, at 25-35ºC. 
SHELF LIFE:	 Use within 12 months of manufacturing date.

The Information & Data contained herein are correct to the best of our knowledge, tests and experience. These are presented in 
good faith to the users. The recommendations and suggestions mentioned are made without guarantees or representations as to 
the results. The Consumer should satisfy himself as to the suitability of the product for the intended purpose and use. WE 
ASSUME; NO LIABILITY for damages of any kind and the user accepts the product ‘as is’ and without any other warranties, 
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