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   FLOPOXY PRIME 80  

Zahabiya FLOPOXY PRIME 80 is a two-component, high solid epoxy primer cum clear coaEng 
formulated using world class resins and addiEves, specially designed as a tough heavy duty coaEng 
for the reinforcement and protecEon of concrete floors/ walls. Ideal for use as primer for FLOPOXY 
TOP FC-90 or direct applicaEon of grey or coloured fair-face concrete, suitable for interiors of 
industrial and commercial buildings, such as:  

SURFACE PREPARATION:  
Concrete floor to be applied with Zahabiya FLOPOXY PRIME 80 must be well prepared before 
applicaEon of Zahabiya FLOPOXY PRIME 80. In case of new floor, wait for 28 days before the 
applicaEon since drying of surface is criEcal. Moisture level must by less than 4%.  Surface must be 
free of laitance and honey comb. Machine grinding is preferred. Old surface if painted before must be 
checked for old paint strength. Any loose paint must be removed and all uneven surface must be 
levelled/ repaired with epoxy screed or good quality repair mortar (do not apply any weak filling 
material). Oil, dust or any loose material must be properly cleaned and prepared. 

MIXING 

Mix Part A (Base) and Part B (Hardener) using electrical or pneumaEc power mixer for about 1 
minute. It is preferred to mix full set unless weighing scale is available onsite. Use mixed primer 
within its pot life.  

• All types of Commercial  Floors • Indoor Car Parking Areas

• Commercial & Industrial Warehouses • Food & PharmaceuEcal Industries.

• General Industrial Units • Hospitals & Laboratories
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PHYSICAL 
PARAMETERS

Component A Component B

Colour Clear Clear

Odor (wet) Aromatic Aromatic

Odor (dry) Odorless after complete drying/ curing.

Mixing Ratio 2 part 1 part

Density (g/cm3) 1.00 0.95

Density (mix) (g/cm3) 1.00

Non-Volatile Content (%) 80% 80%

Pot Life (A+B+C) 25-30min @25
o
C and 50% R/H
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APPLICATION  

Apply Zahabiya FLOPOXY PRIME 80 with solvent type medium hair roller to seal the porosity of the 
surface. If the porosity is too high, apply touch-up coat on those are where primer is absorbed 100% 
before applying second coat of primer.  Allow the primer to cure for at least 16 to 24 hours. 

Temperature condi/ons during applica/on: 
1. Do not apply when the relaEve humidity exceeds 90% on when the surface to be coated is less 

than 5% above the dew point. 
2. Do not apply temperatures below 5⁰C and temperatures above 40⁰C. 
3. Applying Epoxy with air temperature less than 10⁰C. This might lead to slower curing. 

PACK SIZES: 
FLOPOXY PRIME 80 is currently available in 15kg (10kg A, 5kg B) and 30kg Set (20kg A, 10kg B). 

COVERAGE 
On a sound & smooth concrete floor, following coverage is esEmated: 
FLOPOXY PRIME 80  80 SFT (8m2) per kg per coat. 

RECOMMENDED No. of COATS / THICKNESS: 
FLOPOXY PRIME 80:   1 to 2 coats (Subject to surface absorpEon) 50-60 µ/coat  

DRYING TIME / OVERCOATING INTERVAL 

DILUENT/ CLEANER 
It is not recommended to dilute Zahabiya FLOPOXY PRIME 80 but if temperature is higher than 35oC 
then 5-10 % diluEon can be done using epoxy thinner. Use the same thinner for cleaning of 
applicaEon tools. 

HEALTH AND SAFETY 
Avoid skin contact and spillage. ApplicaEon needs to be carried out in a well venElated area. Wear 
suitable PPE and safety clothing. In the event of an accidental skin contact wash with soap and water 

Temperature Touch Dry 
Time

Hard Dry Overcoa/ng 
Iinterval

Full Cure

15oC 12+ Hours 30+ Hours 2 – 8 Days 2 Week

25oC 6 – 8 Hours 24 Hours 16 hrs to 8 Days 1 Week

30oC 4 – 6 Hours 16 Hours 16 hrs to 8 Days 1 Week

35oC 6 Hours 12 Hours 12 hrs to 8 Days 1 Week
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or approved cleanser. In contact with eye flush with plenty of warm water and seek for medical 
ajenEon immediately. For further informaEon please refer to MSDS. 

STORAGE 
Store in a cool, well venElated & dry place, away from direct sunlight & source of igniEon (fire) at 
25-35ºC.  

SHELF LIFE The shelf life of the product, if stored as per standard condiEon is 12 months from the 
date of manufacture. Component A is subject to sejlement and should be mixed well before 
applicaEon.

The Information & Data contained herein are correct to the best of our knowledge, tests and experience. These are presented in good faith to the users. The 
recommendations and suggestions mentioned are made without guarantees or representations as to the results. The Consumer should satisfy himself as to the 
suitability of the product for the intended purpose and use. WE ASSUME; NO LIABILITY for damages of any kind and the user accepts the product ‘as is’ and 
without any other warranties, expressed or implied. Our warranty is limited to the replacement of so proved defective Zahabiya original product only, provided 
used within shelf life as supplied originally. 
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