
Zahabiya 

Zahabiya Water Shield PU-10/70 is a polyurethane based waterproofing liquid membrane 
coating with excellent waterproofing and weather resistant properties. The coating has very high 
elongation, good tensile strength, very low dirt pickup, high hydrophobicity and very good 
temperature variation resistance, making it an ideal coating for various types of roofs and other 
structures such as:

Water Shield WPU-10/70

COLOUR:	 White, Grey, Blue etc.

VISCOSITY:	 60,000 cP @ 6 RPM, Spindle No. 4 at 25℃ [ASTM D2556].

DENSITY:	 1.60 g/cm3 at 25ªC [ASTM D1475].

SOLID CONTENT:	 67% ± 2% non-volatiles [ASTM D2369].

pH:	 10

DRYING: Touch Dry: 30min 

	 	Deep Dry: 3 Hours @25ªC / 50% RH

SAFETY: Safe in Handling. Non-Toxic and Non-Flammable. 

DILUENT:	 Use as supplied. Use potable water for dilution. Recommended dilution is 

5-10% by weight.

ELONGATION: 700% (elongation at break).

WATER ABSORPTION: 10% (7 days immersion test). 
APPLICATION TEMP:	 While applying and drying, the surface temperature should be between 5 to 

40ºC.

USAGE METHOD:	 1. Surface should be dry & clean from any dust, oil, grease or any 

particulate matter.

	 2. Apply primer by diluting WPU-10/70 with 20% potable water. 

Alternatively Zahabiya ConcreMight ZUBA-16/123 (10% diluted) be used as 
primer. 


	 3. After drying, fill all cracks and joints using Zahabiya Soft Seal Special 
ZSP-1191.


	 4. Apply minimum 3 to 4 coats with an interval of 6-8 hours.

	 5. For roofs with extensive cracks, the coating can be reinforced with 

canvas cloth or appropriate mesh. (Consult our technical sales team for 
appropriate procedure based on your site requirements).


CLEANER: Wet coating and application equipments may be cleaned with water.

STORAGE: Store in a cool & dry place, away from sunlight at 25-35ºC.

SHELF LIFE: Use within 18 months of manufacturing date. 

Zahabiya Chemical Industries Pvt Ltd, Plot 186, Sector 24, KIA, Karachi, Pakistan.

Tel: +92-21-35051890 & 91 Email: info@zahabiya.com Web: www.zahabiya.com

The Information & Data contained herein are correct to the best of our knowledge, tests and experience. These are presented in good faith to the users. The 
recommendations and suggestions mentioned are made without guarantees or representations as to the results. The Consumer should satisfy himself as to the 
suitability of the product for the intended purpose and use. WE ASSUME; NO LIABILITY for damages of any kind and the user accepts the product ‘as is’ and 
without any other warranties, expressed or implied. Our warranty is limited to the replacement of so proved defective Zahabiya original product only, provided 
used within shelf life as supplied originally. 

• Concrete Roofs & Slabs • Precast Roofing & Structures

• GI, FRP, Asbestos & other Roofing Sheets • Swimming Pools, Water Tanks & Reservoirs

• Basements & Other Underground Structures


